
Sorenson™ OneTouch™ Single- 
and Multi-channel Pipettors
Available in single-, 8-, and 12-channel configurations, 
all OneTouch pipettors feature smooth plunger 
movement and low pipetting forces. Volume can be 
set by turning either the thumb wheel or the plunger 
button. The OneTouch pipettors have been designed 
to maintain their calibration even after repeated use 
and autoclaving. 

A calibration key is included with each pipettor 
for easy in-house calibration.

Features

	w Factory-calibrated to strict ISO 8655 standards

	w 3-year warranty

	w Fully autoclavable and UV-resistant

	w Designed for universal fit with all common brands 
of pipet tips

	w Adjustable tip ejector



Ordering Information

�Cat. No. Volume Range (μL) Accuracy (%) Precision (%) Non-filtered Tip (μL)

12310 0.1 - 2 ±40.0 to ±1.5 ≤12.0 to ≤0.7 10

12740 0.5 - 10 ±4.0 to ±0.5 ≤2.8 to ≤0.4 10

12750 2 - 20 ±3.0 to ±0.8 ≤1.5 to ≤0.3 200

12760 2 - 20* ±3.0 to ±0.8 ≤1.5 to ≤0.3 200

12770 10 - 100 ±1.6 to ±0.8 ≤0.8 to ≤0.2 200

12780 20 - 200 ±1.2 to ±0.6 ≤0.6 to ≤0.2 200

12790 100 - 1,000 ±1.6 to ±0.6 ≤0.4 to ≤0.15 1000

Single-channel

12800 1 - 10 ±10.0 to ±2.0 ≤8.0 to ≤1.2 10

12820 5 - 50 ±4.0 to ±1.6 ≤2.5 to ≤0.6 200

12460 20 - 200 ±3.0 to ±1.0 ≤1.5 to ≤0.6 200

12840 50 - 300 ±1.6 to ±1.0 ≤1.5 to ≤0.6 300

8-channel

12810 1 - 10 ±10.0 to ±2.0 ≤8.0 to ≤1.2 10

12830 5 - 50 ±4.0 to ±1.6 ≤2.5 to ≤0.6 200

12600 20 - 200 ±3.0 to ±1.0 ≤1.5 to ≤0.6 200

12850 50 - 300 ±1.6 to ±1.0 ≤1.5 to ≤0.6 300

12-channel

�Cat. No. Description

5477 Universal linear stand for one single-channel, 8-channel, or 12-channel 
pipettor

5478 Universal linear stand for four pipettors (four single-channel, maximum 
of two 8-channel or 12-channel pipettors)

5487 Universal carousel stand for six single-channel pipettors

5448 Universal stand for eight single-channel, 8-channel, or 12-channel pipettors

Accessories

Universal linear stand for  
one pipettor (Cat. No. 5477)

Universal linear stand for  
four pipettors (Cat. No. 5478)

Universal carousel stand for six 
single-channel pipettors 

(Cat. No. 5487)

Sorenson™ OneTouch™ Pipettors 

Universal stand for eight 
pipettors (Cat. No. 5448)

*With long ejector



Sorenson BioScience’s e.dek packaging is also available. E.dek packaged products use plastic-free racks that are biodegradable and recyclable  
with existing paperboard recycling programs. For these and additional product offerings and details, visit www.sorbio.com.
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�Cat. No. Description Quantity

10300 20 µL tip with graduations 96/rack, 960/pack,  
4,800/case

10310 20 µL tip with graduations, sterile 96/rack, 960/pack,  
4,800/case

10320 20 µL barrier tip, with graduations, sterile 96/rack, 960/pack,  
4,800/case

10330 200 µL tip, with graduations  
(up to 330 µL volume)

96/rack, 960/pack,  
4,800/case

10340 200 µL tip, with graduations  
(up to 330 µL volume), sterile

96/rack, 960/pack,  
4,800/case

10350 200 µL barrier tip, with graduations 
(up to 330 µL volume), sterile

96/rack, 960/pack,  
4,800/case

10360 1000 µL extended length, with graduations 
(up to 1,250 µL volume)

96/rack, 960/pack,  
3,840/case

10370 1000 µL extended length, with graduations 
(up to 1,250 µL volume), sterile

96/rack, 960/pack,  
3,840/case

10380 1000 µL extended length, barrier, with 
graduations (up to 1,250 µL volume), sterile

96/rack, 960/pack,  
3,840/case

Sorenson™ OneTouch™ Tips

Complementary Products

�Cat. No. Description Quantity

38000 10 µL LongReach barrier tip, with graduations, 
sterile

96/rack, 960/pack,  
4,800/case

38000T 10 µL LongReach barrier tip, low binding, with 
graduations, sterile

96/rack, 960/pack,  
4,800/case

14210 20 µL barrier tip, no graduations, sterile 96/rack, 960/pack,  
4,800/case

14210T 20 µL barrier tip, low binding, no graduations, 
sterile

96/rack, 960/pack,  
4,800/case

36060 100 µL barrier tip, no graduations, sterile 96/rack, 960/pack,  
4,800/case

36060T 100 µL barrier tip, low binding, no graduations, 
sterile

96/rack, 960/pack,  
4,800/case

30550 200 µL NX barrier tip, with graduations, sterile 96/rack, 960/pack,  
4,800/case

30550T 200 µL NX barrier tip, low binding, 
with graduations, sterile

96/rack, 960/pack,  
4,800/case

17370-X 200 µL MμltiGuard 3 barrier tip, 
with graduations, sterile

96/rack, 960/pack,  
4,800/case

17370T-X 200 µL MμltiGuard 3 barrier tip, low binding, 
with graduations, sterile

96/rack, 960/pack,  
4,800/case

30510-X 300 µL extended length barrier tip, 
with graduations, sterile

96/rack, 960/pack,  
4,800/case

30510T-X 300 µL extended length barrier tip, low binding, 
with graduations, sterile

96/rack, 960/pack,  
4,800/case

34000 1,000 µL extended length barrier tip, 
low binding, with graduations, sterile

96/rack, 960/pack,  
3,840/case

Sorenson MμltiGuard™ Barrier Pipet Tips


